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Conex Push-Fit

Conex Push-Fit Key Benefits

One Fitting, Many Tubes
Conex Push-Fit – a professional, universal

cold jointing solution for a wide selection

of pipes including copper, stainless steel,

carbon steel and plastics. So instead

of carrying lots of fittings for lots of

jobs, using Conex Push-Fit means a

lighter toolbox weight and lighter

inventory costs. 

Fast and Convenient to Install
Conex Push-Fit is fast and convenient to

install as it takes just five seconds to

create a secure joint. Once connected,

Conex Push-Fit remains firm but not

fixed so it can be easily turned without

becoming misaligned.   

Save time and money

Joint Installation Time (seconds)

Conex Push-Fit 5 

Press Fit 10

Compression 33

End Feed 120

Times after tube preparation
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Conex Push-Fit

Slimline Shape, Heavyweight
Performance
Conex Push-Fit’s slimline design makes

it ideal for tight corners, but don’t be

fooled. Its stylish looks may be ideal for

exposed pipework but they also hide a

patent pending body design made from

corrosion-resistant DZR that guarantees

a heavyweight performance. 

Simple and Reusable 
Conex Push-Fit is designed with just two

internal parts, a high quality o-ring

(EPDM) and a stainless steel grab ring,

Conex Push-Fit offers tremendous

strength and durability. It is simple to

install and has a professional

demounting tool to allow the fitting to be

reused up to twenty times.

Electrical Continuity
Conex Push-Fit’s special design ensures

electrical continuity is maintained

throughout metallic pipe joints so earth

bonding is not affected.



6

Conex Push-Fit

Tube Compatibility

One Fitting Fits All
Conex Push-Fit is a universal fitting that

can be used with many different tube

types, thus reducing the inventory costs of

professional plumbers. It is ideal for use in

retrofit plumbing systems where space is

confined, or when heat must be avoided.

Copper
Conex Push-Fit fittings will join size-

compatible copper tubes that are

manufactured in accordance with EN1057.

R220 (annealed) temper tube must be re-

calibrated in accordance with EN1057

Table 4 R250 tolerances.

Carbon Steel
Conex Push-Fit fittings will join size-

compatible carbon steel tubes that are

manufactured in accordance with

EN10305.

Stainless Steel
Conex Push-Fit fittings will join size-

compatible stainless steel tubes that are

manufactured in accordance with

EN10312 series 1 & 2.

Plastic Tubes
Conex Push-Fit offers a variety of fittings

for joining tubes such as cross-linked

polyethylene (PE-X) manufactured in

accordance with BS7291-3 and

EN15875-2, and polybutylene (PB)

manufactured in accordance with

BS7291-2 and EN15876-2.

Fitting Socket Size

mm

10

12

15

18

22

28

Socket Depth

mm

17

19

18

21

22

24

Tube Insertion Depths




